Baseefa

30" October 2007

CHANGE REGISTRATION

This is to certify that the following change(s) have been accepted:

Holder of certificate: Afriso Eurogauge Limited
Imberhorne Lane
East Grinstead
Sussex
RH19 1RF

Change details: The address of the certificate holder is now:

Afriso Eurogauge Limited

Unit 4, The Satellite Business Village
Fleming Way

Crawley

West Sussex

RH10 9NE

Certificates affected: Ex96D2387X Ex96D2388X Ex96D2389X Ex96D2390
Ex96D2391X Ex96D2392 BAS02ATEX1069X

BaseefaD2ATEX0088 Baseefa02ATEX0089X Baseefa02ATEX0090X
Baseefa02ATEX0091X Baseefa02ATEX0228X Baseefa02Y0161X
Baseefa02Y0162X

The purpose of this document is to permit existing information (for example on Certificate Schedule Drawings
or label marking) to be replaced by equivalent new information as described above. No other change may be
made to the certified design.

Baseefa.
Rockhead Business Park, Staden Lane
Buxton, Derbyshire SK17 9RZ R S SINCLAIR
Telephone +44 (0) 1298 766600 Fax +44 (0) 1298 766601 DIRECTOR
e-mail info@baseefa.com web site www.baseefa.com On Behalf of Baseefa (2001) Ltd.

Baseefa is a trading name of Baseefa (2001) Ltd
Registered in England No. 4305578 at the above address
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EC - TYPE EXAMINATION CERTIFICATE

Equipment or Protective System Intended for use in Potentially Explosive Atmospheres

Directive 94/9/EC
EC — Type Examination Certificate Baseefa02ATEX0228X
Number :
Equipment or protective system: TYPE ENT7 CAPACITANCE LEVEL SWITCH
Manufacturer : AFRISO EUROGAUGE LTD
Address : Imberhorne Lane, East Grinstead, RH19 1RF

This equipment and any acceptable variation thereto is specified in the schedule to this certificate and the documents therein
referred to.

Baseefa (2001) Ltd. Notified body number 1180, in accordance with Article 9 of the Council Directive 94/9/EC of 23 March
1994, certifies that this equipment or protective system has been found to comply with the Essential Health and Safety
Requirements relating to the design and construction of equipment and protective systems intended for use in potentially
explosive atmospheres given in Annex II to the Directive.

The examination and test results are recorded in confidential Report No. 02(C)0376 dated 23 December 2002
Compliance with the Essential Health and Safety Requirements has been assured by compliance with:
EN50281-1-1:1998

except in respect of those requirements listed at item 18 of the Schedule.

If the sign “X” is placed after the certificate number, it indicates that the equipment or protective system is subject to special
conditions of safe use specified in the schedule to this certificate.

This EC - TYPE EXAMINATION CERTIFICATE relates only to the design and construction of the specified equipment or
protective system. If applicable, further requirements of this Directive apply to the manufacture and supply of this equipment
or protective system.

The marking of the equipment or protective system shall include the following :

& 111D T80°C Ty -20°C to 40°C

This certificate may only be reproduced in its entirety, without any change, schedule included.

Baseefa (2001) Ltd. Customer Reference No. 0370 Project File No. 02/0376

This certificate is granted subject to the general terms and conditions of . )
Baseefa (2001) Ltd. It does not necessarily indicate that the equipment i )

may be used in particular industries or circumstances.

R S SINCLAIR

Baseefa (2001) Ltd. DIRECTOR
Health and Safety Laboratory Site, Harpur Hill, On behalf of
Buxton, Derbyshire SK17 9JN Baseefa (2001) Ltd.

Telephone +44 (0) 1298 28255 Fax +44 (0) 1298 28216

e-mail info@baseefa2001.biz web site www.baseefa2001.biz
Registered in England No. 4305578 at 13 Dovedale Crescent, Buxton,

Derbyshire, SK17 9BJ
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Schedule

15 Description of Equipment or Protective System

The Type ENT7 Capacitance Level Switch consists of a 144mm x 104mm x 70.5mm cast aluminium alloy enclosure and
lid. The lid is secured to the enclosure by 4 x M6 bolts, screwed into blind holes, and effective sealing is ensured by a
2.5mm thick natural rubber gasket.

A capacitance probe is attached via a flanged entry in the base of the enclosure. Various types of probes are permitted
including a crimped weight on the end of a flexible cable. The supply to the probe is controlled within the voltage and
current limits for EEx ia apparatus. Two threaded cable entries are provided in one side of the enclosure.

The enclosure contains a control circuit for connection to an ac supply of either 110V or 220/230V ac or a dc supply of
24V. A transformer, previously certified as part of an intrinsically safe (ia) circuit, controls the voltage to the circuit which
is also protected by a S0mA fuse. A 250mA fuse protects the mains input to the transformer.

An output relay is provided capable of switching a mains supply.

16 Report No.
02(C)0376

17 Special Conditions for Safe Use

1. All cable entries and blanking plugs must maintain the IP67 ingress protection rating of the enclosure and be able
to withstand a 7 joule impact.

2. When an insulating cover is fitted to the probe it must be at least 8mm thick

18 Essential Health and Safety Requirements

None additional to those covered by the standards listed at item 9

19 Drawings and Documents

Number Sheet Issue Date Description

541-EX SERIES 1 21/10/02 General assembly
5400-EX SERIES 1 22/10/02 Probe arrangements
5400 00 0000 ATEX 1 18/10/02 Probe details
54103820 0 23/9/02 Circuit diagram

5401 3005 1 21/10/02 PCB layout

3640 3067 1 of3 4 23/10/02 Probe circuit diagram
5401 4088 3 19/12/02 Label



