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1. Application

The DMU-03 range of pressure transmitters has been designed for the
electronic measurement of low viscosity liquids in tanks, and air/gas
pressures in industrial and marine applications.                             x
The two-wire loop powered transmitter is simply fitted to the bottom of the
tank and provides a 4-20mA output proportional to the liquid height/pressure
in the vessel.                                                        x
The small, compact robust stainless steel transmitter construction incorporates
the latest piezo-resistive measurement technology with excellent stability
and accuracy over a long service life.                                    x

2. Wiring Schematic

3. Outline and Dimensions
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Specification

This is to certify that the above named product fully complies with the
Electromagnetic Compatability Directive 89/336/EEC and the Low Volt-
age Directive 73/23/EEC of the European Union and with the require-
ments of the normative sections of the following harmonised European
Standards.  x

EN61000-3: Electromagnetic Compatibility - Generic Emission Standard.
Residential, Commercial and Light Industry.

EN61000-2: Electromagnetic Compatibility - Generic Immunity Standard.
Heavy Industry.

EN61010-1: Safety requirements for electrical equipment for measurement,
control and laboratory use.

Signed:

(D C Ward)
Position: Technical Services Manager,
Date: 04-10-2007

This declaration applies to the following part number(s):
A000DMU03-SPEC

Declaration of Conformity

DMU03 Pressure Transmitter

Supply 12-36V DC (Ex version 12-28V DC).

Ranges 0-100mbar up to 0-25bar.

Output 4-20mA (maximum current < 30mA).

Load Maximum Load (ohms) = (Supply Voltage - 12)/0.02.

Accuracy < ± 0.5% FSD.

Temperature Ambient: -25ºC to +85ºC.
Medium: -25ºC to +125ºC.

Materials Housing: S320 stainless steel.
Membrane S316 stainless steel.
O'Ring seal FKM.

Connections Process: ½" BSP.
Electrical: Cable or Plug DIN 43650-A (IP65).

Integral Cable 6 meters 3-core vented

EMC Standards EN 50081-2 & EN 50082-2.

Note: We reserve the right to alter designs and specifications without notice.


