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Installation

Integral Vented
Cable

Transmitter
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End Cap (PE)

Ø24

145 Ref.

The DMU08 series 2-wire submersible level transmitters are designed to measure

liquid level through hydrostatic pressure. The unit is suspended into the vessel

from a special cable incorporating a breather tube connected to the sensor which

provides an atmospheric pressure reference against which the measurement is

made. x

The liquid exerts pressure on the sensor via a stainless steel diaphragm which

the internal electronic circuitry converts into a 4-20 mA output signal.

x

Care should be taken to ensure that the transmitter is not mounted in a position

where the sensor could be buried by a build up of sludge in the bottom of the

vessel. The transmitter should be lowered into the vessel until the sensor nose

is just above the bottom of the vessel. The transmitter can be powered either from

a DC Supply in the range 12- 36V or by a digital programmable meter incorporating

a transmitter power supply.                                                         x

Application

White +ve Brown -ve

Typical application using digital process meter to

display tank volume and provide high level alarm

Electrical Connections

Warning: Do not block Vent/breather tube
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Specification

This is to certify that the above named product fully complies with the

Electromagnetic Compatability Directive 89/336/EEC and the Low Voltage

Directive 73/23/EEC of the European Union and with the requirements of

the normative sections of the following harmonised European Standards.

EN61000-3: Electromagnetic Compatibility - Generic Emission Standard.

Residential, Commercial and Light Industry.

EN61000-2: Electromagnetic Compatibility - Generic Immunity Standard.

Heavy Industry.

EN61010-1: Safety requirements for electrical equipment for measurement,

control and laboratory use.

Signed:

(D C Ward)

Position: Technical Services Manager,

Date: 04-10-2007

This declaration applies to the following part number(s):

A000DMU03-SPEC

Declaration of Conformity

DMU08 Pressure Transmitter

Model Sealed Unit.

Ranges 0 - 100mbar to 0 - 25 bar.

Overpressure 100mbar to 500mbar - 3 bar, 600mbar to 25bar - 3 x  max scale.

(N.B. always ³ 3bar).

Cable Standard - PUR Cable - 7.5mm o.d. (nominal) – length to order.

Optional - FEP (Teflon) Cable - 7.5mm o.d. (nominal).

Output Signal 4 - 20 mA.

Supply Voltage 12 – 36 Volts DC.

Load (Supply Voltage - 12)/0.02.  15V - 150Ω; 24V - 600Ω; 36V - 1200Ω).

Connections White : +ve; Brown : -ve; Cable Screen : Yellow / Black.

Accuracy < ± 0.5% F.S.D.

Temperature Range -25 - +80°C.

Internal Seal FKM Gasket.

Medium All liquids compatible with 316 Stainless Steel and  with either PUR or FEP cable,

depending on which type fitted.

Protection IP68.

Note We reserve the right to alter the specification of this product without prior notice.


